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A B S T R A C T
We describe the design, construction and characterisation of a broadband passive cavitation detector, with the
specific aim of detecting low frequency components of periodic shock waves, with high sensitivity. A finite
element model is used to guide selection of matching and backing layers for the shock wave passive cavitation
detector (swPCD), and the performance is evaluated against a commercially available device. Validation of the
model, and characterisation of the swPCD is achieved through experimental detection of laser-plasma bubble
collapse shock waves. The final swPCD design is 20 dB more sensitive to the subharmonic component, from
acoustic cavitation driven at 220 kHz, than the comparable commercial device. This work may be significant for
monitoring cavitation in medical applications, where sensitive detection is critical, and higher frequencies are
more readily absorbed by tissue.
1. Introduction
Research involving acoustic cavitation is commonly reported re-
lative to the noise spectrum of the signal collected by a single element
passive cavitation detector (PCD), during cavitation occurrence [1–35].
Applications so reported can broadly (but not exhaustively) be cate-
gorised as industrial, including sonochemistry [1–7] and cleaning
[8–10], and medical therapy[11–29], which may include the use of
contrast agent microbubbles to promote cavitation activity [25–29].
Additionally, there is a sizeable volume of literature dedicated to fun-
damental studies of acoustic cavitation activity, with no particular ap-
plication stated or investigated, that have incorporated a PCD to record
the acoustic emissions [30–35].
In selecting a PCD device to monitor cavitation during an experi-
ment, the researcher has a wide range of options available. Specialist
suppliers, such as Sonic Concepts Inc., Precision Acoustics Ltd, and
National Physical Laboratory (NPL) offer devices with a stated appli-
cation as a PCD, supplied with an operating bandwidth, and perhaps the
option of some sort of calibration data. Full technical construction de-
tails, however, including the active material of the element, are often
proprietary [9,11–17,36]. Otherwise, commercially available generic
hydrophones, particularly needle [22,29,32,33], and capsule devices
[1,23,24] have also been used. Focused lead zirconate titanate (PZT)
bowl transducers, that could also be used for transmission, are
commonly used in passive receive mode to monitor cavitation activity
[6,7,17,20,25]. Bespoke PCDs, developed in-house, are also commonly
reported. These are typically constructed from PZT-elements in the
form of disks [3,26,31,34,35], or Polyvinylidene fluoride (PVdF)
[4,9,26,27].
As varied as the devices that have been utilised as a PCD, are the
reporting protocols subsequently used to represent the cavitation mea-
surements recorded, often in an attempt to classify or quantify the activity.
PCDs typically exploit cavitation non-linearity, such that measurements
are undertaken at frequencies other than the fundamental frequency of the
acoustic driving, f0. Common detection frequencies can be categorised into
four groups; subharmonics ( f m/0 , where m is an integer value)
[1,2,7,10,17,21,24,26,29–32,35], ultraharmonics (nf m/0 , where n is also
an integer value, ≠ m) [1,2,10–13,17,26,27,30–32,36], overharmonics
(nf0) [1,2,7,10–13,17,19,21,24,26,28–32] and broadband noise, sampled
from between spectral peaks [1,2,6,10,12,16–19,21,26,30–32,36]. Often,
some combination of spectral features are reported, and an inference for
stable or inertial cavitation made [2,7,12,21,24,26]. There is, however, an
emerging realisation that cavitation activity often exhibits both stable and
inertial characteristics, variously referred to as stable-inertial or repetitive
transient [37–39]. In contrast to measuring combinations of individual
features, the cavitation index quantifies the arithmetic mean power over a
certain bandwidth of the spectrum, after the electrical noise has been
subtracted [1,23].
https://doi.org/10.1016/j.ultsonch.2018.01.007
Received 30 August 2017; Received in revised form 17 November 2017; Accepted 4 January 2018
⁎ Corresponding author.
E-mail address: k.johansen.1@research.gla.ac.uk (K. Johansen).
Ultrasonics - Sonochemistry 43 (2018) 146–155
Available online 10 January 2018
1350-4177/ © 2018 Published by Elsevier B.V.
T
For cavitation emission measurements, generally, the benefits of
standardisation for the detection and reporting of cavitation activity,
and particularly for specific applications, is clear and increasingly re-
cognised [5,27]. Ideally, this would facilitate direct comparison be-
tween work published from different groups working on similar appli-
cations, however, this is also hindered by a diverse range of
experimental exposure configurations. Calibration/characterisation of
the PCD used, in any case, is a precursor to any meaningful comparison
between studies investigating similar applications. Of the literature
sampled above, calibration data – at least at the frequency values
monitored – is only sparingly reported [1,3,5,26,32,33]. Moreover, a
lack of understanding of the signal emitted by acoustically driven
bubbles, has prevented objective analysis of the performance of any
given PCD device.
In this paper, we report on the development and characterisation of
a PCD based on PVdF. A distinguishing feature of the work is that, from
the outset, the device design is targeted at detection of periodic shock
waves, and is therefore hereafter referred to as the shock wave PCD
(swPCD). Using laser-plasma generated bubble collapse shock waves
(BCSWs), and the spectral power distribution within the BCSW, [40],
which informed the ‘tuning’ of the swPCD via backing and matching
layers to maximise sensitivity. In Section 2, the rational for swPCD
construction, based on a working knowledge of acoustics, is described.
Section 3.1 is a description of the experimental arrangement used to
test the swPCD, including against a commercially available PVdF-based
PCD (Y-107, Sonic Concepts Inc., Bothell, USA). A finite element model
supporting shock wave propagation, to verify each construction stage of
the swPCD, is also described, Section 3.3. Section 4 presents both
swPCD and Y-107 results for the detection of a single BCSW from a
laser-plasma mediated bubble, and subharmonic periodic shock waves
from a single cavitation cloud, driven by high-intensity focused ultra-
sound (HIFU).
1.1. The cavitation signal
Clarification of the signal emitted by cavitation is evidently an im-
portant consideration for determining the suitability of a PCD for de-
tection of that signal, including any distortions that the PCD char-
acteristics may introduce [40].
We have recently reported high-speed shadowgraphic imaging
(described in Section 3.1) of single cavitation clouds, driven by HIFU at
fundamental frequencies, f0 = 254 kHz [35] and 692 kHz [32]. Both
reports used laser-nucleation (also described in Section 3.1), to pre-
determine the instant and location of cavitation inception [34]. The
high speed observations indicated that for HIFU driving of pressure
amplitudes in the MPa regime, the initial bubble that formed from the
nucleation rapidly fragmented into a cloud of closely packed, and
strongly interacting component bubbles, within the first few cycles of
the resulting cloud. Under subsequent cycles of driving, the component
bubbles adopt in-phase oscillations, such that the cloud oscillates at f0,
effectively as a single entity. Strong subharmonic cloud collapses at
f m/0 , within the f0 oscillations and withm increasing for larger driving
pressure amplitudes, were observed to be coincident with periodic
shock wave emission. In the latter study [32], the combined imaging
and acoustic detection of the emitted signal further indicated that
periodic shock waves were predominantly responsible for all spectral
features recorded at nf m/0 (for all values of n andm), other than∼15 dB
of f0, attributable to scattered driving.
2. Rationale for the swPCD
Taken collectively, these studies indicate that a swPCD designed for
sensitivity to lower frequency components of periodic shock waves (and
BCSWs, generally), may be expected to offer superior detection of the
features commonly reported for cavitation-mediated effects, particu-
larly the subharmonics and their ultraharmonics, but also significant
contributions to the overharmonics of f0.
However, the peak positive pressure amplitude of the shock waves
generated by the subharmonic collapses of acoustically driven cavita-
tion clouds are somewhat variable, with clouds of more than a few
component bubbles emitting multi-fronted shock waves [32,35]. For
the purposes of this report, objective testing of the swPCD is therefore
undertaken relative to laser-plasma mediated BCSWs, which have a
peak positive pressure amplitude of the shock wave proportional to the
maximum radius the bubble attains following the expansion phase [41],
through which peak positive pressure amplitude of the shock wave
reproducibility may be confirmed.
To demonstrate the utility of identifying the component of the ca-
vitation signal to be detected, as guidance for the design, we compare
the performance of the swPCD to a commercially available device, Y-
107 from Sonic Concepts Inc (Bothell, WA, USA). Y-107 is constructed
to fit within a central 20mm opening through a HIFU transducer,
manufactured by the same company (H-149, Sonic Concepts Inc.,
Bothell, WA, USA), which we use to drive the acoustic cavitation ac-
tivity reported below. Y-107 has a 17.5mm active diameter and is
geometrically focused to 68mm [42], such that it is confocal to the
focus of the H-149 HIFU transducer, when in situ. It has a stated
bandwidth of 10 kHz–15MHz, and its construction, provided by Sonic
Concepts Inc on request, is described as a “0.2 mm thick piezo-polymer
stack, with high acoustic impedance backing material>4 MRayl and an EMI
[electromagnetic interference] shielded plastic outer casing (20 mm
OD× 40 mm length) to optimize the operating bandwidth and signal-to-
noise ratios”.
The swPCD was therefore designed to be interchangeable with Y-
107, within the H-149 HIFU transducer, such that the outer diameter of
the 3D printed casing is mm. The casing holds the active material, an
unfocused disk of diameter equal to 15mm.
As we are seeking to assess shock wave sensitivity directly (in-
cluding against a commercially available PVdF-based PCD), PVdF was
therefore chosen as the active material for the swPCD. The thickness of
PVdF film was selected on the basis of the power spectrum of the BCSW,
as described in Johansen et al. [40]. The BCSW power peaks at<1MHz,
it is therefore desirable to select a PVdF-film sensitive to lower fre-
quencies, which can be further tuned with backing and matching layers
as outlined Section 3.3.1 and Section 3.3.2, to obtain the largest mag-
nitude subharmonic features. As such, the swPCD is constructed from
110 μm PVdF, as the thickest commonly available film (9–110 μm being
commonly available), with the lowest thickness mode resonance fre-
quency of ∼10MHz.
3. Materials and methods
3.1. Experimental setup
The experimental arrangement within which all swPCD testing was
undertaken, has been described in detail elsewhere [40,32]. Briefly, a
long working distance microscope objective lens (50×0.42 NA Mitu-
toyo Kawasaki Japan) and a HIFU transducer, are arranged within a
custom built chamber measuring × ×420 438 220mm3, such that the
optical and acoustic foci are aligned, Fig. 1. The chamber has two re-
cessed walls to allow the placement of an imaging optic (Monozoom 7
lens system, Bausch and Lomb, Rochester USA) in closer proximity to
the combined foci, and filled with degassed deionized water. Bubble
activity, in one of two regimes described below, is imaged with a Shi-
madzu HPV-X2 (Shimadzu Corp, Kyoto, Japan) high-speed camera, at
1× 106 frames per second, and with 10 ns synchronous laser pulses
(CAVILUX Smart, Cavitar, Tampere, Finland), providing the illumina-
tion and shadowgraphic capability for shock wave visualisation.
The HIFU transducer operates at a fundamental frequency of
f0 =220 kHz and is geometrically focused to 68mm, with an outer
diameter of 110mm and a 20mm central hole through the body. The Y-
107 PCD is geometrically focused to 68mm, and designed for insertion
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within the hole through the transducer. As mentioned previously, the
dimensions of the swPCD were primarily chosen for direct comparison
of cavitation measurements recorded with Y-107, and as such the
swPCD is also mountable within the transducer. For the various testing
described below, the swPCD occupied the hole through the transducer,
with Y-107 and the calibrated needle hydrophone (Complex calibration
bandwidth is 125 kHz – 20MHz, 1.0 mm diameter, PVdF, Precision
Acoustics, Dorchester, UK) arranged orthogonally to the axis of HIFU
propagation, mounted on an xyz-manipulator and positioned 68± 1mm
from the bubble activity, Fig. 1.
3.2. Cavitation bubble regimes
Bubble activity is initiated via a single 6–8 ns 532 nm laser pulse
(Nano S 130-10 frequency doubled Q-switched Nd:YAG, Litron Lasers,
Rugby, UK), represented green Fig. 1, focused through the long working
distance objective lens. Two distinct regimes of cavitation activity are
reported here, primarily distinguished by the energy of the individual
laser pulse; (i) single laser-plasma mediated bubbles and (ii) laser-nu-
cleated acoustic cavitation, which also requires a burst of HIFU si-
multaneously incident to the combination focal region [34,40]. For the
former regime, laser pulses of >4mJ (determined to be the breakdown
threshold for the medium, and the laser focusing optic) generate a
plasma and an optical breakdown shock wave, Fig. 12(a) in [32] for
example. The plasma rapidly expands to form a comparatively large
bubble, of maximum diameter determined by the pulse energy. The
inertia of the host medium then deflates and collapses the bubble such
that a second shock wave, the BCSW, is emitted. The peak positive
pressure amplitude of the BCSW is, in turn, determined by the maximal
size of the bubble, which is verifiable through high-speed imaging. In
this way, reproducible BCSWs from bubbles of maximum radius
= ±R 365 4 μmmax , can be reliably generated to test the effect of adding
matching and backing layers to the PVdF-film, during swPCD con-
struction. The BCSWs are also detected with the needle hydrophone,
Fig. 1, calibrated for magnitude and phase between 125 kHz–20MHz
(NPL, 2016). Johansen et al. describes the process of deconvolving the
impulse response of the needle hydrophone from the voltage trace of
the detected shock wave, to restore the pressure waveform, Fig. 7 in
[40]. A simulation of the waveform, based on established bubble theory
and described fully in [40], serves as an input function for the finite
element model, described Section 3.3. Spectra of both the experimen-
tally measured and deconvolved, and the simulated BCSWs are de-
picted, Fig. 3(b,c), confirming that the lower frequency components of
the BCSW contain the highest amplitude components of the shock
wave.
For the latter regime, laser-nucleation of acoustic cavitation, a laser
pulse of energy below the breakdown threshold (thereby insufficient to
generate a plasma), is co-incident to the combined focal region with a
burst of 50 cycles HIFU, and serves to nucleate a single cloud of acoustic
cavitation. This approach is used to generate controlled acoustic cavi-
tation activity for comparison of the swPCD to Y-107 detection per-
formance Section 4.2, in terms of the periodic shock wave mediated
spectral features [32], commonly reported during applications, as de-
scribed in Section 1.1.
3.3. FEM model of swPCD
Fig. 2(a) is a photograph of the final stage swPCD, with Fig. 2(b)
depicting a schematic cross-section, with the components including the
PVdF-film, backing and matching layers labeled. Fig. 2(c) is a re-
presentation of the finite-element-method (FEM) model of the swPCD,
used to verify the effect on the shock wave detection of the device with
various matching and backing layer materials. PZFlex (Weidlinger As-
sociates Inc., Glasgow, UK), a commercially available FEM package,
used to simulate the acoustic field and propagation effects from a
prototyped transducer, was used.
The simulated pressure-time waveform of Fig. 3(b) forms the user-
defined input, and planar propagation to the swPCD is modeled. Si-
mulations reported below were undertaken at a meshing frequency of
40MHz, with convergence confirmed for 50 and 60MHz, with 16 ele-
ments per wavelength. Rotational symmetry around the axis, Fig. 2(c),
reduces computational load and mimics 3-dimensional effects.
3.3.1. Backing layer
Backing materials are used to ‘tune’ the characteristics of a
Fig. 1. Experimental setup used for detection of laser plasma-mediated BCSWs (no HIFU),
and laser-nucleated acoustic cavitation (with HIFU). Three sensors are depicted, the
needle hydrophone, swPCD, and Y-107. The needle hydrophone is used for determining
the characteristics of the input function used in the FEM simulation. Needle hydrophone
and Y-107 are positioned with an xyz-manipulator. A nucleating laser pulse is focused
through the microscope objective lens. swPCD is placed through a hole in a transducer
with an O-ring retainer. All sensors are placed at a distance of ±68 1mm from the nu-
cleation site, equal to the geometric focus of the Y-107.
Fig. 2. (a) Final stage swPCD, (b) schematic cross-section of the swPCD, and (c) schematic of FEM geometry used in the guidance of swPCD construction.
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piezoelectric material, promoting narrow-band or broadband features
[43–45]. For the swPCD, heavy backing, such as epoxy loaded with
tungsten powder, is used to promote broadband characteristics. More-
over, if the backing is of acoustic impedance higher than the active
material, then λ/4 resonance behavior can be expected [46], this ad-
vantageously shifts the resonance frequency down towards the low
components in periodic shock waves. Representative results from the
FEM investigation of backing layers for the swPCD are shown in Fig. 4,
with both (a) the time waveform representation of the detection of a
BCSW, and (b) the relative sensitivity deconvolved from the BCSW
spectrum over the needle hydrophone calibration bandwidth. The
pertinent properties for the materials presented are given in Table 1.
In order to suppress reflected shock wave detection within the
swPCD, a 15mm thick backing layer, at attenuation 3.43 dB/
(cm×MHz), was deemed sufficient.
FEM simulation allows for assessment of air and 25% volume frac-
tion (VF) Tungsten-Epoxy as indicative of the effects for low and high
acoustic impedance backing respectively, relative to unbacked (or
water backed) PVdF-film. Fig. 4(b) confirms that the unbacked PVdF-
film has a λ/2 thickness resonance around ∼ 10MHz. This feature is
enhanced by air backing, which also decreased sensitivity for fre-
quencies below 2MHz. In contrast, 25% VF Tungsten-Epoxy promotes
λ/4 thickness resonance. Specifically, there is a ∼ 4 dB increased re-
lative sensitivity for frequencies below 6MHz. As discussed in Section
1.1, and represented in Fig. 3(c), this is the bandwidth of the BCSW
containing the highest pressure amplitudes.
The results discussed for Fig. 4(b) manifest the following way in the
time-domain, Fig. 4(a). For air backing, the peak-normalised output is
decreased by 27%, and both the rise-time (RT)[32] and the full-width-
half-maximum (FWHM) are decreased, compared to the unbacked
swPCD. Conversely, for the 25% VF Tungsten-Epoxy, the peak-nor-
malised output is increased by 44%, and both the RT and the FWHM are
increased. The non-smooth response seen for both the unbacked and air
backed swPCD, are due to reflections between the PVdF and backing
layer, which would manifest in the impulse response of the swPCD.
These reflections are also representative examples of detector con-
volution artifacts, which can all be removed by deconvolving the de-
tected signal with the complex impulse response to the detector [40].
3.3.2. Matching layer
Matching layers are designed to increase the transmission coeffi-
cient around resonance [44]. This is ultimately making the transducer
more broad-band, with a higher absolute sensitivity within the opera-
tion bandwidth. If a single matching layer is to be used, quarter-wa-
velength thickness of the centre frequency is ideal [47,48]. PVdF-based
transducers, including PCDs, are generally not matched, as it is counter-
productive to match a material for a single centre frequency, con-
sidering this active material is generally selected on account of its
broadband properties. However, the swPCD is matched to target the
subharmonic features in the cavitation spectrum. For this work the
following equation was used to approximate the optimal acoustic im-
pedance of a single matching layer, Zml [47].
=Z Z Zml W PVdF (1)
where ZW, and ZPVdF are the acoustic impedance of water and PVdF,
respectively.
The FEM investigation of matching layers for the swPCD are shown
in Fig. 5, with both (a) the time-domain representation of the detection
of a BCSW, and (b) the relative sensitivity. The pertinent properties for
the materials presented, are given in Table 2.
Two representative results from the investigation of matching layers
materials are presented, in addition to unmatched (PVdF-film backed
by 25% VF Tungsten-Epoxy); both of which are close to the optimal
acoustic impedance computed from Eq. 1, of ∼ 2.62 MRayl. The inset of
Fig. 5(b), indicates that the swPCD matched with both materials, at a
layer thickness of 1mm, have a higher relative sensitivity from
∼100–900 kHz, compared to the unmatched swPCD design. Further-
more, at higher frequencies (>4MHz) the presence of a matching layer
Fig. 3. (a) High-speed shadowgrapic images of the key
stages for a laser plasma-mediated bubble, including plasma
and OBSW generation, maximum radius, =t 33 μs, and
collapse with coincident emission of a BCSW at =t 66 μs,
imaged at ×1 106 frames per second. The peak positive
pressure amplitude of the BCSW is intrinsically related to
Rmax (b) Full waveform deconvolved BCSW (solid black)
measured by needle hydrophone from laser plasma-medi-
ated bubble at a distance of 68mm, and computed BCSW
(stapled gray) bandpass filtered at 125 kHz–20MHz. (c)
Spectra of experimentally detected and computed BCSW,
where the computed BCSW spectra is normalised to the
maximum of the experimentally detected BCSW.
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decreases the relative sensitivity of the high frequency content.
The results discussed for Fig. 5(b) manifest the following way in the
time-domain, Fig. 5(a). The two different matching materials suggest
that a 8–13% gain in peak-normalised output can be achieved by tuning
the performance of the swPCD with a matching layer, in which an
identical argument as presented for the heavy backing, holds true for
this increase. Moreover, as the speed of sound is higher in the matching
layers, compared to water, the BCSW arrives earlier at the PVdF-film,
combined with a reflection of BCSW within the swPCD, displayed as a
negative phase in the normalised output, 5(a). Equivalently, as for the
results presented in Fig. 4(a), these reflections are representative ex-
amples of detector convolution artifacts, which can be removed by
deconvolving the detected signal with the complex impulse response to
the detector[40].
A summary of all the component materials selected for the swPCD,
with material properties is seen in Table 3
4. Results
The results sections below are arranged as follows; Section 4.1.1
demonstrates qualitative agreement for BCSW detection between the
FEM and experimental approaches, for each stage of swPCD construc-
tion, specifically the addition of backing and matching layers to the
PVdF-film. Section 4.1.2 presents simultaneous detection of BCSWs for
the final stage swPCD, and the Y-107 PCD, along with a description of
the detectors’ relative sensitivities. Section 4.2 validates the design and
Fig. 4. (a) FEM simulation of BCSW detection using air backing (violet) and 25%
Tungsten-Epoxy (grey) backing layers, as representatives of low and high acoustic im-
pedance respectively. Results are normalised to PVdF-only (green) as no backing (or
water backing). (b) Relative sensitivity for the backing configurations investigated in (a).
(For interpretation of the references to colour in this figure legend, the reader is referred
to the web version of this article.)
Table 1
Material properties of backing layer investigated using FEM. Attenuation and longitudinal
speed of sound are measured at 1MHz, taken from the PZFlex database.
Material Density Longitudinal. velocity Impedance Attenuation
[kg −m 3] [ −ms 1] [MRayl] [dB −cm 1
−MHz 1]
Air 1.24 343 0.000425 1.64
Water 1000 1500 1.50 0.0022
25% VF
tungsten/epoxy 5710 1750 9.99 3.43
Fig. 5. (a) FEM simulation of BCSW detection using epoxy materials Vantico HY956EN/
CY208 (light blue) and Vantico HY956EN/CY221(red) as matching layers, re-
presentatives of close to desired acoustic impedance respectively. All results have a
backing layer of 25% Tungsten-Epoxy (red) and normalised to PVdF-only (water backing),
4. (b) Relative sensitivity for the backing configurations investigated in (a). (For inter-
pretation of the references to colour in this figure legend, the reader is referred to the web
version of this article.)
Table 2
Material properties of matching layer investigated using FEM. Attenuation and long-
itudinal speed of sound are measured at 1MHz, taken from the PZFlex database.
Material Density Longitudinal velocity Impedance Attenuation
[kg −m 3] [ −ms 1] [MRayl] [dB −cm 1
−MHz 1]
Water 1000 1500 1.50 0.0022
Vantico
HY956EN/CY208 1165 1989 2.31 16.33
Vantico
HY956EN/CY221 1134 2452 2.78 8.95
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testing of the swPCD, through the detection of a single laser-nucleated
acoustic cavitation cloud, resolved by high-speed shadowgraphic ima-
ging, and emitting low pressure amplitude periodic shock waves [32].
These results are presented in parallel with simultaneous measurements
taken with the Y-107 PCD, from the same cavitation cloud, and a
comparison between both PCD performances is made.
4.1. Detection of a single laser plasma mediated BCSW
4.1.1. For each swPCD construction stage
Fig. 6 (a) presents measurements taken of laser plasma-mediated BCSWs
of comparable maximum diameter, verified via high speed imaging, for
each stage of swPCD construction at a distance of ∼ ±68 1mm from the
plasma position. The measurements confirm that the FEM predictions of
Section 3.3.1 and Section 3.3.2 translate to the performance of the physical
swPCD, in terms of peak-voltage output, RT and FWHM. The discrepancies
between the experimental measurements and the FEM simulations can in
part be explained by the assumption of a plane wave in the simulation,
experimentally some spatial-averaging would be expected from a spheri-
cally diverging BCSW. In addition, the input BCSW has a slight over-
estimation of the high frequency content, Fig. 3(c), which combined with
the plane wave assumption contributes to the shorter RT and FWHM,
Table 4. Fig. 6 (b) depicts the spectra for the experimental measurements,
again confirming the effect on the sensitivity of the backing and matching
layers. The noise floor for each swPCD construction stage, assessed from the
voltage output prior to BCSW detection, is also presented. The salient fea-
tures of Fig. 6 (b) are the ∼ −4 5 dB increase in sensitivity <2MHz on the
addition of the Tungsten-Epoxy backing layer, and the ∼ 1 dB increase on
the addition of the CY221 matching layer for between 0.1 and 0.6MHz.
Conversely, for the higher frequency components, the backed and matched
swPCD converges with the noise floor at ∼ 7.0 MHz.
4.1.2. The swPCD versus the Y-107 PCD
Fig. 7 represents experimental measurements taken of the same
BCSW with the final stage swPCD and the commercial Y-107 PCD, with
the devices at ±68 1mm (geometric focus to Y-107) from the plasma
location in the configuration of Fig. 1, in (a) the time-domain and (b)
the frequency-domain (with noise floors for each, as described pre-
viously). Fig. 7 (a) indicates that the peak-voltage output from the
swPCD is ∼ ×4 that of Y-107, with a RT and FWHM ∼ ×6 longer. Fig. 7
(b) reveals that these features are readily explained by an dB greater
magnitude response at ∼ 1MHz, and an −10 dB at 7MHz difference in
the magnitude response of the PCDs. In terms of signal-to-noise ratio
(SNR), the swPCD exhibits 40–60 dB across the frequencies <2MHz,
compared to the Y-107 20–30 dB.
4.2. swPCD and Y-107 detection of acoustic cavitation
The previous results sections dealt with testing and characterization of
the swPCD (and Y-107 PCD) against laser-plasma mediated BCSWs, as a
verifiable and reproducible shock wave source. In this section, the energy
of the laser pulse is reduced to below the breakdown threshold for the host
medium and laser focusing arrangement, and a burst of HIFU generated to
be incident simultaneously to the combined laser-HIFU foci. This serves to
generate a single acoustic cavitation cloud at a predetermined position and
instant, such that the PCDs can be configured to detect the activity and the
detections meaningfully compared, and the bubble activity itself resolved
with high-speed shadowgraphic imaging.
Fig. 8(a) is representative high-speed images of a cavitation cloud,
driven by HIFU at =f 2200 kHz and peak-pressure amplitude equal to
±682.9 62.0 kPa, with the Q-switch of the laser taken as t= 0 μs. The
imaging confirms the cloud undergoes f0 oscillations, with strong
Table 3
Material properties of final swPCD taken from PZFlex database.
Material Density Longitudinal velocity Impedance
[kg −m 3] [ −ms 1] [MRayl]
Water 1000 1500 1.50
HY956EN/CY221 1134 2452 2.78
110 μm PVdF 1780 2560 4.56
25% VF tungsten/epoxy 5710 1750 9.99
Fig. 6. Comparison of experimentally detected (solid) and simulated BCSW (dashed) response for different construction stages of swPCD. For PVdF-only (green),backed PVdF (gray),
matched and backed (red). All measurements are performed at ∼ ±68 1mm from nucleation site, where all laser plasma-mediated bubbles had a maximum radius of ±365 4 μm. (b)
Spectra of shock waves detected by different build stages. Same color coding as in (a), with dotted spectra representing the noise floor for the different stages. All experimental and
simulated results are normalized to PVdF-only. (For interpretation of the references to colour in this figure legend, the reader is referred to the web version of this article.)
Table 4
Summary of normalized amplitude, RT and FWHM for both experimental and computa-
tional results for all build stages of the swPCD. All results are normalised to PVdF-film
only.
swPCD Norm. Amp. RT [ns] FWHM [ns]
Exp./Sim. Exp./Sim. Exp./Sim.
PVdF-film only 1/1 375/408 265/185
With backing 1.53/1.44 620/447 390/228
With matching and backing 1.56/1.52 635/483 415/268
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collapses and periodic shock wave emission at f /20 , with periodic shock
waves arrowed in (a) at 106 μs, 124 μs and 179 μs, consistent with what
we have reported previously [32,33,35].
Fig. 8 is the time waveform and frequency spectra data from (b,d)
the swPCD and (c,e) the Y-107, from detection of the cloud represented
in Fig. 8(a). The periodic shock waves arrowed in the imaging data are
Fig. 7. (a) Voltage-trace comparing final stage swPCD (solid red) and Y-107 (solid blue) for detection of a BCSW. (b) Spectra of shock waves in (a), where stapled data represents the noise
floor. Spectra are normalized to final stage swPCD. (For interpretation of the references to colour in this figure legend, the reader is referred to the web version of this article.)
Fig. 8. (a) High-speed shadowgraphic images of subharmonically collapsing cavitation cloud imaged at ×1 106 frames per-second. (b,c) Control subtracted cavitation emission data in the
time-domain detected by (b) swPCD and (c) Y-107. (d,e) Spectra of data in (b,c), where swPCD (solid red) with noise-floor (stapled red), and Y-107 (solid blue) with noise-floor (stapled
blue). All spectra are normalized to the maximum of swPCD, with =f 2200 kHz. (For interpretation of the references to colour in this figure legend, the reader is referred to the web
version of this article.)
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similarly arrowed (angled) in the acoustic data for Y-107. A control
exposure, whereby HIFU is generated but no cavitation is laser-nu-
cleated has been subtracted in each case, such that the data represents
the cavitation emission signal only, as detected by each detector at
±68 1mm.
Inspection of the time-domain data from each PCD indicates that the
periodic shock waves within the emission signal detected by the swPCD
are ∼ ×4 the voltage-output of those detected by Y-107 (note different
voltage scales), consistent with the plasma-mediated BCSW detection re-
sult of Section 4.1.2. Accordingly, from the spectra of the emission signal
detected by each PCD, the magnitude of the f /20 subharmonic peak is dB
higher for the swPCD than for the Y-107. Moreover the swPCD has an SNR
of ∼ 50 dB, compared to Y-107 of dB, at this frequency value.
As described previously, Section 1.1, larger cavitation clouds that
have developed in higher pressure amplitude HIFU exposures, collapse
non-uniformly, such that periodic shock waves are often multi-fronted
with up to 10’s of ns between the component fronts. An example of such
an emission from the cavitation cloud of Fig. 8, is highlighted in Fig. 9,
along with the voltage-time domain data collected with each PCD de-
vice. Fig. 9 (b) demonstrates that Y-107 distinguished the component
periodic shock wave fronts, whereas the swPCD, Fig. 9 (c), did not.
Whilst Y-107 if geometrically focused, such that the spherically ra-
diating shock-fronts will have better planar incidence on the detecting
surface, the inferior sensitivity at higher frequencies of the swPCD,
identified in Fig. 6(b) also limits the temporal resolution. We finally
note the detection of reflected periodic shock waves in the data col-
lected by Y-107, Fig. 8 (c) arrowed vertically. These are reflections from
the lens-casing, Fig. 1, which introduces a spectral windowing effect,
that is fully assessed in Appendix A.
5. Discussion
In this report, we provide a comprehensive performance evaluation
for a simple, inexpensive and easy-to-fabricate PCD design.
Identification of a specific component within the cavitation emission
signal - periodic shock waves, which have recently been shown to make
significant contributions to many non-linear spectral features [32] –
allowed optimisation of the swPCD for detection of high power, low
frequency components within the individual BCSWs [40]. This was
primarily realised through the rudimentary use of a high acoustic im-
pedance Tungsten-Epoxy (>10MRayl) backing layer to adjust the re-
sonance of 110 μm PVdF film (∼ 4.56MRayl), toward sensitivity for the
target bandwidth (<5MHz).
The utility of identification of the target signal component, and sub-
sequent design of the swPCD, is demonstrated via coincident detection of
controlled and resolved cavitation activity relative to a commercially
available PCD device, with the dimensions and the active material of the
swPCD selected to permit the comparison. The swPCD exhibited a ∼ 30 dB
higher SNR than the commercial device at f /20 =f( 2200 kHz), and superior
sensitivity up to∼ 3MHz. This bandwidth covers many commonly reported
cavitation emission frequencies, in sub-MHz and MHz ultrasound, as well as
for higher values of f0 driving. We note that the swPCD design effectively
sacrifices temporal resolution for magnitude sensitivity, although a geo-
metrically focused swPCD may be expected to improve the temporal re-
solution, and indeed further improve sensitivity via a closer approximation
to planar incidence. Moreover, the large active area of the device will
endow the swPCD with poor directivity, which was necessary for the
comparison to Y-107. We would therefore advocate swPCD dimensions
tailored to the experimental requirements within which it is to be deployed.
More generally, we would suggest that improved characterisation of
PCDs in the literature is essential; to facilitate better comparison of reports
on cavitation mediated effects, with magnitude calibration at the stated
frequencies as a minimum requirement. For cavitation emission signals
within which shock wave content plays a significant role, however, an
assessment of impulse response is also highly desirable. This would typi-
cally require expensive and often time-consuming calibration procedure at
a national institute with accredited and standardised instrumentation.
Although appropriate characterisation is a prerequisite to good ca-
vitation reporting, we recognise that there are other obstacles to fully
and transparently communicating single element PCD detection of ca-
vitation, such as the reflection-induced spectral windowing identified
and described in Appendix A. Although reflected periodic shock waves
had a marginal influence of∼ 2.4dB on the comparison of the swPCD to
the Y-107 performance, two or more ‘apparent’ cavitation sources (ei-
ther actual sources, or reflecting objects) can corrupt any reporting that
assesses emissions based on the magnitudes of spectral features, and
potentially significantly suppress those features such that they become
obscured from the spectrum. An assessment of reflection-effects around
the expected cavitation location, and the location of the PCD within a
given experimental configuration, is recommended.
6. Conclusion
A bespoke PCD design is described, targeting periodic shock wave
content within acoustic cavitation emissions. We demonstrate rapid-
prototyping of the swPCD in a FEM package can be used for guidance
on optimal backing and matching layers. Experimental characterisation
was conducted using laser-plasma mediated bubbles, which provided
reproducible BCSWs for testing of each construction stage. The final
stage swPCD outperforms a comparable commercial PCD by dB at the
f /20 subharmonic. Appropriate characterisation, at stated detection
Fig. 9. (a) High-speed image of multi-fronted periodic shock waves from asymmetric
cavitation cloud collapse imaged at ×1 106frames per second. Cavitation emission data
subtracted control during detection of multi-fronted periodic shock waves, detected by
(b) Y-107 and (c) swPCD
K. Johansen et al. Ultrasonics - Sonochemistry 43 (2018) 146–155
153
frequencies, and an assessment of impulse response, is required for PCD
reporting and quantification of bubble activity. The role of reflections,
and spectral peak suppression are also discussed with regards to cavi-
tation reporting.
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Appendix A. Spectral peak suppression from reflections
In this appendix, we draw attention to the minor (vertically arrowed) peaks in the Y-107 time-domain data, Fig. 8 (c). These are periodic shock
wave reflections from the laser focusing objective lens casing, Fig. 1, and may be expected to introduce a spectral windowing effect, such as that we
have recently described for multiple spatially configured nucleations [33]. The windowing for this particular case is assessed in Appendix A, where it
is shown to have a ∼ 2.4 dB reduction of the magnitude of the subharmonic peak detected, by the Y-107 PCD.
As reviewed in Section 1.1, we have recently described the role of subharmonic periodic shock waves emitted by cavitation clouds, such as
presented in Fig. 8, in the cavitation noise spectrum [32]. We subsequently demonstrated that more than one cavitation event occurring simulta-
neously, presenting as multiple sources of periodic shock waves, can significantly affect the spectrum detected by a single element PCD [33]. In the
specific example presented in [33], two cavitation bubbles emitting f /20 periodic shock waves, configured as ∼ λ1 apart in 692 kHz focused ul-
trasound, with respect to the tip of the needle hydrophone used in the current work, (which acted as a PCD in [33]), generate shock waves that are
incident to the tip with an apparent frequency of f0. This significantly suppresses the subharmonic features in the spectrum of the combined
emissions, despite both bubble sources responding in the f /20 regime. In [33], a simple expression is derived for assessing the ‘spectral windowing’
for this, and other spatial configurations of multiple simultaneous cavitation events, in terms of the periodic shock waves detected by the PCD from
each source. The derivation relies on synthetic reconstruction of the emitted signal [32], using simulated BCSW profiles, in the time domain.
The periodic shock waves from the acoustic cavitation activity detected by Y-107, Section 4.2, are detected in combination with the periodic
shock wave reflections from the laser-focusing lens casing (arrowed Fig. 8 (c)), as may be anticipated from the experimental arrangement of Fig. 1.
The combination of directly detected and reflected detected periodic shock waves should therefore be expected to introduce some windowing effect
to the spectrum of Fig. 10, which will have enhanced or suppressed the various spectral features, as presented.
For objective comparison of the relative performances of Y-107 and the swPCD at f /20 , the spectral suppression must therefore be assessed. The
spectral windowing function that applies to the spectrum of a series of directly detected periodic shock waves, xDir(t), by the concurrent detection of
a series of reflected periodic shock waves, xRef (t), may be approximated by:
≈ −x t r x t τ( ) ( )Ref Dir (A1)
Where r is the ratio of the average peak positive pressure amplitude of the reflected periodic shock waves to those detected directly, and τ the
difference in detection time. The window function that may be expected to be imposed over the spectrum of the combined directly detected and
reflected periodic shock waves, as detected by Y-107, may be further approximated by
Fig. 10. (a) voltage-trace of Y-107 (blue), synthetically re-
constructed direct acoustic emission (stapled black), and
synthetically reconstructed reflected acoustic emission
(dotted magenta). (b) Spectra of all time domain signals in
(a), and spectral window (solid black) imposed on the vol-
tage-trace spectrum (blue) from the reflections(dotted ma-
genta). For the spectral window the parameters are =r 0.34
and =τ 3.4 μs. (For interpretation of the references to
colour in this figure legend, the reader is referred to the web
version of this article.)
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≈ +−X f r πfτ X f| ( )| |1 cos(2 )|| ( )|,Y 107 Dir (A2)
Values for r of ∼ 34%, and ≈τ 3.4 μs, can be deduced from Fig. 8(c), and the resulting spectral window is depicted in Fig. 10(b). A suppression of
∼ 2.4dB can therefore be inferred for the f /20 peak of the spectrum detected by Y-107, due to the reflected periodic shock waves.
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